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Manual for Curtain drop machine
After receiving the new machine. Please check if any damage or missing accessories. If you have
any problem please contact our sales manager.

Packing list for one unit:
1 x curtain drop controller
1 x power cable 1m

1 x DMX cable 1m

1 x manual book

this machine have power control and DMX512 two control mode, if choose power control please
push the switch to POWER position, when you connect the electricity then hook will open directly.
if choose DMX control please push switch to DMX position. The machine DMX have 2 channels.
Channel 1 is open. Channel 2 is open time. If you feel the hook not easy to open then pus channel
2 to 255 and then push channel 1.

Voltage 110V/220V (PR HL )

Power 100W

Load weight 35kg

Contral DMX512 and Power control (manual mode)
Machine Weight 2Kg

*the standard packing way is carton box. We also offer 10inl1 flight case packing. If you need
flight case please contact our sales manager again.

flight case packing size: 77*63*30cm/packing weight:37kg



Using way:

RAc2vnyy
WAC Hovizy 50408,

The curtain drop controller have power in and power out. DMX in and DMX out. You can connect
the controller one by one together.
oF
POWERIN
~-
M LED

POWER

OFF
DMX

push to power position=manual mode
push to DMX position=DMX512 control (2 channels, open and open time)

If the curtain drop controller working indicator lamp is turn on. But manual mode and DMX mode
no response. Please check the fuse if broken or not. If fuse if ok . please fasten the fuse socket a
little and test. Sometimes if the fuse cover loose will make the fuse no connect well. Then
controller will no response.



