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1. Safety Instruction

Please read this manual carefully, which includes important
information about installation, using, and maintenance.

● Please keep this manual as a future reference, if you sell the product to other users,
make sure they have access to this manual as well.

● Before using the lighting, please check carefully to make sure that there is no damage
caused by transportation. If yes, please do not use and contact the dealer for the first time.

● The lighting is only suitable for indoor to dry environment.

● The installation and operation of lights should be carried out by professionals.

● Use safety harness when fixing equipment.
● The equipment must be installed in a well-ventilated area, at least 50 cm from the
adjacent plane.
● Make sure the ventilation holes are unobstructed to avoid overheating when the
lightings are working.
● Ensure that the power supply voltage is in line with the requirement of the equipment
before operation.
● Please earth the conductive body in case of electric shock.
● Please do not use the light in more than 40 ℃ environment.

● The shortest distance between all exterior surface and combustible materials is 2.5m.
● It is forbidden to connect the lighting directly to the dimmer.
● A small amount of smoke or peculiar smell may occur during the work of the new
lighting, which will disappear after a few minutes.
● Do not place combustible materials near the lighting when it is working, in case of fire
danger.
● Please check whether the power line is broken before turning on the lighting, please
replace it immediately if there is any damage.
● Lightings runtime surface temperature of 60 ℃, please do not touch with bare hands.

● Avoid long time to turn on lighting, so as not to shorten the life of lighting.
● Avoid the metal and other conductive body into the interior of the lighting, so as to
avoid electric shock or fire. If any foreign body enters the lighting, please cut off the power
immediately.

● Avoid operation in dirty and dusty environment, and regularly clean and maintain the
lighting.

● Children are not allowed to contact/operate lighting.

Warning
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● Do not touch the wire when the lighting is working in case of electric shock.
● Avoid winding of power cord and other wire.
● Please use the same model when replacing the fuse.
● If there is a serious malfunction, please stop using it immediately.

● Do not open the lighting again.

● Please replace the lighting housing and lens when there is obvious damage.

● The interior of the lighting is not available.

● Please do not open the shell of the lighting without authorization.

● If necessary, please contact the nearest authorized service center.

● Please cut off the power when the lightings are not used or repaired for a longtime.

● Please use the original packing material for re-shipment.

● To avoid fire or electric shock, do not expose the lighting to rain or wet areas.

● Please do not look directly when the lighting is working.

● The product may emit harmful optical radiation.

Warning

Do not expose the lighting to rain or humidity in order to prevent or reduce the dangerof
electric shock and fire.

Shut off for 5 minutes.

The lighting housing, when the lens has obvious damage, please replace it in time.

If AC 230V~50Hz power supply is used, do not connect more than 5 lamps in series, please
use another power supply to provide power for the next set of 5 lamp sets;

If AC 120V~60Hz power supply is used, do not connect more than 3 lamps in series. Please
use another power source to provide power for the next set of 3 lamps.

Attention
There is no spare parts inside the lamp, please do not open the shell withoutauthorization.
Please contact the nearest technical service center if necessary.

Installation

The lightings should be screwed to the bracket. Make sure the installation is strong
enough to prevent flicking and sliding at run time. Also make sure the fixtures are stable
and support the weight of more than 10 times the equipment. At the same time, whenthe
installation of the equipment, can use under 12 times the product of the weight of the

safety rope.

Equipment must be installed by professionals. The lighting is to be installed on the
human body, and there will be no passers-by or seats.
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2. Technical specifications
-Powersupply：AC100-240V,50Hz-60Hz
-Power consumption:380W
-Light Source：672(5050)*0.5W(RGB)+112*3W(CW)LED(3535)

-DMX Control：11 CHANNEL

7/15/21/39/112/17/33/65/68/117/70CH;

-0~100%Smooth linear dimming,multiple st roboscopics peed;
--4Modes of operation:DMX 512,Art-net,Master/Slave,RDM;

-Display: Color Touch LCD Display;
-Beam Angle：101° (RGB) ;108° (CW)
-Cover：Casting Aluminum
-Protection Rating： IP66
-Working environment:-10°—40°
-Weight:11kg

-Product Size1000×100×149mm（L*W*H）
-Carton Size:1045×170×195mm（L*W*H）
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3. How to set the lighting

Control Panel

○1 LCD: Displays menu options and selected features;

○2 Button:

MENU Select Function
DOWN Select the next menu option
UP Select the previous menu option
ENTER Confirm the selected function

○3 POWERCON Input: connect lamp to supply power；

○4 POWERCONOutput: connect the next lamp and provide power;

○5 DMX Input: input DMX signal using 3-core XLR signal line;

○6 DMX Output: connect the next lamp with the 3-core XLR signal line and output the
DMX signal;

Main Function

To select a preset feature, press the MENU button to select the MENU option you want.
Press ENTER button to ENTER the selected function, the display screen will blink, then
use the UP/DOWN button to select the desired function, press ENTER button to confirm.
To return to the main MENU, press the MENU button.
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The main functions are shown below unlock Password:"MODE-UP-DOWN-ENTER"

When the display is black,please press the "MODE"for a few seconds to display the page

main menu Secondary Menu Third level menu Default value

DMX
setting

Address 000-512 001

CH 7CH/15CH/17CH/33CH/70CH/11
2CH /117CH

7CH

Signal status Keep/clear clear

Connect status DMX/Net DMX

DMX region 001-255 001

IP Address 000.000.000.000 000.000.000.000

SubMask 000.000.000.000 000.000.000.000

Device
test

R 000-255 255

G 000-255 255

B 000-255 255

W 000-255 235

Dimmer 000-255 255

Strobe 000-255 0

Atomization 000-255 0

RGB Effect 000-040 OFF

W Effect 000-010 OFF

Speed 000-255 235

information

LED Use Hour
C_Temp
Max Temp
Fan State
Version

Device
setting

Lamp reversal ON/OFF OFF
Dimming Speed Fast/In/Slow In

Dim Curves

Line

LineSquare
Return
S line

EN
Chinese

ENEnglish

Screen Saver ON/OFF

default:ON
After 30 seconds of
backlighting on the display
screen, it enters the screen
and remains lit after turning
off

LOCK ON/OFF
default:ON
Lock code：
MENU-UP-DOWN-ENTER

Rotation YES/No No

Fans mode Controll/LongTurn

default: Controll
Attention: In case of
temperature control short
circuit or open circuit, the
fan is only controlled by the
light, that is, the fan starts

000.000.000.000
000.000.000.000
000.000.000.000
000.000.000.000
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when the light is turned on,
and stops after 20 seconds of
turning off the light; Under
normal temperature control,
the fan will start when the
temperature is above 44
degrees Celsius, and stop
when the temperature is
below 40 degrees Celsius.

Restore YES/No
default:No
Restoring factory settings
(current value) and (total
power limit) will not be
restored

Topic 1/3 1

4. How to control the lighting
The lighting can be controlled in two ways as below:

1. The Master/Slave Machine Built-in Function;

2. DMX Controller.

No need to turn off the power of the lighting, and the new address code can be set immediately.
Open the lighting, it began to receive DMX signal.

Master/Slave Built-in Function
String many sets of lightings, first walk in the lighting of 1, 2, 3 (host, the host indicator, voice

control indicator lights flashing, signal input connectionless), will control the other lamps and

lanterns (vice machine, machine signal connection indicator) and the host with step effect.

Universal DMX Controller
When using the general DMX control controller to control the lighting, please set the startingaddress
(1-512) for the light to receive the DMX letter number.

Press MENU button up to show Address, Press ENTER button, to show flashing; Use UP/DOWN

button to select address code; Press ENTER to save or not save and return to the last menu; Please

click the MENU button to return the MainMenu.

If you want to use this function, please refer to the DMX512 address of the first 4 lightings inthe
diagram below：

07 CHS Mode: 001 008、 015、 023……

15 CHS Mode: 001 016、 031、 046……

17 CHS Mode:001 018、 035、 052 ……
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33 CHS Mode:

70 CHS Mode:

112 CHS Mode:

117 CHS Mode:

001

001

001

001

034、 067、 100……

071、 141、 211……

113、 225、 337……

118、 235、 352……

5. DMX512 Channels

After power on, connect to the console. When the DMX512 console signal is not
received, an "X" appears behind the DMX ADDR menu. When the DMX512 console signal is
received, the "X" behind the DMX ADDR menu will automatically disappear, and then the
control console signal will be controlled.
In the address code state, if there is no access console after multi-machine connection, the
master-slave online function can be realized to operate one of the devices, while the rest
devices in the address state follow the host to run programs synchronously. DMX512 signal
must be cut off when the master-slave is online.

7CH function details

1 Outer Red 000-255 line dimming from dark to bright

2 Outer Green 000-255 line dimming from dark to bright

3 Outer Blue 000-255 line dimming from dark to bright

4 Inner white 000-255 line dimming from dark to bright

5 Total dimming 000-255 line dimming from dark to bright

6 Dimmer fine
000-255 dimmer fine

7 Frost
0%--100%

000-255 Frost 0%--100%

15 CH function details

1 Red 000-255 Red 0%--100%

2 Green 000-255 Green 0%--100%

3 Blue 000-255 Blue 0%--100%

4 White 000-255 White 0%--100%
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5 Preset Colors

001-008:Color1 009-016:Color2 017-024:Color3
025-032:Color4 033-040:Color5 041-048:Color6
049-056:Color7 057-064:Color8 065-072:Color9
073-080:Color10 081-088:Color11 089-096:Color12
097-104:Color13 105-112:Color14 113-120:Color15
121-128:Color16 129-136:Color17 137-144:Color18
145-152:Color19 153-160:Color20 161-168:Color21
169-176:Color22 177-184:Color23 185-192:Color24
193-200:Color25 201-208:Color26 209-216:Color27
217-224:Color28 225-232:Color29 233-240:Color30
241-248:Color31 249-255:Color32

6 Dimming 000-255 Dimming 0%--100%

7 Dimmer fine 000-255 dimmer fine

8 Strobe duration 000-255 Strobe duration

9 Strobe rate 000-005:No function 006-255:From slow to fast

10 Strobe

000-005:No function

006-050;Slow opening and fast closing

051-100:Quick opening and slow closing

101-150:Slow opening and slow closing

151-200:Lightning effects 201-255:Random strobe

(To be used in conjunction with the above flash

duration and flash rate)

11
Built in
effects (RGB)

000-005:No function 006-011:Effect1

012-017:Effect2 018-023:Effect3 024-029:Effect4

030-035:Effect5 036-041:Effect6 042-047:Effect7

048-053:Effect8 054-059:Effect9 060-065:Effect10

066-071:Effect11 072-077:Effect12 078-083:Effect13

084-089:Effect14 090-095:Effect15 096-101:Effect16

102-107:Effect17 108-113:Effect18 114-119:Effect19

120-125:Effect20 126-131:Effect21 132-137:Effect22

138-143:Effect23 144-149:Effect24 150-155:Effect25

156-161:Effect26 162-167:Effect27 168-173:Effect28

174-179:Effect29 180-185:Effect30 186-191:Effect31
192-197:Effect32 198-203:Effect33 204-209:Effect34

210-215:Effect35 216-221:Effect36 222-227:Effect37

228-233:Effect38 234-239:Effect39 240-255:Effect40
(To be used with RGB dimming, preset colors can be used as
background colors)
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12 Built in effects

000-005:No function

006-030:Effect 1 031-055:Effect 2

081-105:Effect 4 106-130:Effect 5

151-180:Effect 7 181-205:Effect 8

056-080:Effect 3

131-155:Effect 6

206-255:Effect 9

(To be used with W dimming, the preset color
can be used as the background color)

13 Built in effects
speed

000-127:Forward, from slow to fast

128-255:Reverse, from slow to fast

14 Fade out effect 000-255 Fade out effect 0%--100%
15 Frost 000-255 Frost0%--100%

17 CH function details

1 Red1 000-255 Red 0%--100%

2 Green1 000-255 Green 0%--100%

3 Blue1 000-255 Blue 0%--100%

4 Red2 000-255 Red 0%--100%

5 Green2 000-255 Green 0%--100%

6 Blue2 000-255 Blue 0%--100%

7 Red3 000-255 Red 0%--100%

8 Green3 000-255 Green 0%--100%

9 Blue3 000-255 Blue 0%--100%

10 Red4 000-255 Red 0%--100%

11 Green4 000-255 Green 0%--100%

12 Blue4 000-255 Blue 0%--100%

13 White1 000-255 White 0%--100%

14 White2 000-255 White 0%--100%

15 White3 000-255 White 0%--100%

16 White4 000-255 White 0%--100%

17 Frost 000-255 Frost 0%--100%
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33 CH function details

1 Red1 000-255 Red 0%--100%

2 Green1 000-255 Green 0%--100%

3 Blue1 000-255 Blue 0%--100%

4 Red2 000-255 Red 0%--100%

5 Green2 000-255 Green 0%--100%

6 Blue2 000-255 Blue 0%--100%

7 Red3 000-255 Red 0%--100%

8 Green3 000-255 Green 0%--100%

9 Blue3 000-255 Blue 0%--100%

10 Red4 000-255 Red 0%--100%

11 Green4 000-255 Green 0%--100%

12 Blue4 000-255 Blue 0%--100%

13 Red5 000-255 Red 0%--100%

14 Green5 000-255 Green 0%--100%

15 Blue5 000-255 Blue 0%--100%

16 Red6 000-255 Red 0%--100%

17 Green6 000-255 Green 0%--100%

18 Blue6 000-255 Blue 0%--100%

19 Red7 000-255 Red 0%--100%

20 Green7 000-255 Green 0%--100%

21 Blue7 000-255 Blue 0%--100%

22 Red8 000-255 Red 0%--100%

23 Green8 000-255 Green 0%--100%

24 Blue8 000-255 Blue 0%--100%

25 White1 000-255 White 0%--100%

...... ...... ....... ......

32 White8 000-255 White 0%--100%

33 F rost 000-255 F r o s t 0%--100%
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70 CH function details

1 Dimming 000-255 Dimming 0%--100%

2 Strobe(RGB)

000-005:No function

006-127:Strobe, from slow to fast

128-130:No function

131-250:Random strobe

251-255:No function

3 Strobe(W)

000-005:No function

006-127:Strobe, from slow to fast

128-130:No function

131-250:Random strobe

251-255:No function

4 Frost 000-255 Frost 0%--100%

5 Red1 000-255 Red 0%--100%

6 Green1 000-255 Green 0%--100%

7 Blue1 000-255 Blue 0%--100%

8 Red2 000-255 Red 0%--100%

9 Green2 000-255 Green 0%--100%

10 Blue2 000-255 Blue 0%--100%

11 Red3 000-255 Red 0%--100%

12 Green3 000-255 Green 0%--100%

13 Blue3 000-255 Blue 0%--100%

14 Red4 000-255 Red 0%--100%

15 Green4 000-255 Green 0%--100%

16 Blue4 000-255 Blue 0%--100%

17 Red5 000-255 Red 0%--100%

18 Green5 000-255 Green 0%--100%

19 Blue5 000-255 Blue 0%--100%

20 Red6 000-255 Red 0%--100%

21 Green6 000-255 Green 0%--100%

22 Blue6 000-255 Blue 0%--100%
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23 Red7 000-255 Red 0%--100%

24 Green7 000-255 Green 0%--100%

25 Blue7 000-255 Blue 0%--100%

26 Red8 000-255 Red 0%--100%

27 Green8 000-255 Green 0%--100%

28 Blue8 000-255 Blue 0%--100%

29 Red9 000-255 Red 0%--100%

30 Green9 000-255 Green 0%--100%

31 Blue9 000-255 Blue 0%--100%

32 Red10 000-255 Red 0%--100%

33 Green10 000-255 Green 0%--100%

34 Blue10 000-255 Blue 0%--100%

35 Red11 000-255 Red 0%--100%

36 Green11 000-255 Green 0%--100%

37 Blue11 000-255 Blue 0%--100%

38 Red12 000-255 Red 0%--100%

39 Green12 000-255 Green 0%--100%

40 Blue12 000-255 Blue 0%--100%

41 Red13 000-255 Red 0%--100%

42 Green13 000-255 Green 0%--100%

43 Blue13 000-255 Blue 0%--100%

44 Red14 000-255 Red 0%--100%

45 Green14 000-255 Green 0%--100%

46 Blue14 000-255 Blue 0%--100%

47 Red15 000-255 Red 0%--100%

48 Green15 000-255 Green 0%--100%

49 Blue15 000-255 Blue 0%--100%

50 Red16 000-255 Red 0%--100%

51 Green16 000-255 Green 0%--100%

52 Blue16 000-255 Blue 0%--100%
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53 White1 000-255 White1 0%--100%
54 White2 000-255 White2 0%--100%
55 White3 000-255 White3 0%--100%
56 White4 000-255 White4 0%--100%
57 White5 000-255 White5 0%--100%
58 White6 000-255 White6 0%--100%
59 White7 000-255 White7 0%--100%
60 White8 000-255 White8 0%--100%
61 White9 000-255 White9 0%--100%
62 White10 000-255 White10 0%--100%
63 White11 000-255 White11 0%--100%
64 White12 000-255 White12 0%--100%
65 White13 000-255 White13 0%--100%
66 White14 000-255 White14 0%--100%

67 White15 000-255 White15 0%--100%
68 White16 000-255 White16 0%--100%

69 Fade out effect
(RGB)

000-255 Fade out effect (RGB) 0%--100%

70
Fade out effect
(W,

000-255 Fade out effect (W) 0%--100%

112 CH function details

1 Red1 000-255 Red 0%--100%

2 Green1 000-255 Green 0%--100%

3 Blue1 000-255 Blue 0%--100%

4 Red2 000-255 Red 0%--100%

5 Green2 000-255 Green 0%--100%

6 Blue2 000-255 Blue 0%--100%

7 Red3 000-255 Red 0%--100%

8 Green3 000-255 Green 0%--100%

9 Blue3 000-255 Blue 0%--100%

10 Red4 000-255 Red 0%--100%

11 Green4 000-255 Green 0%--100%

12 Blue4 000-255 Blue 0%--100%
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13 Red5 000-255 Red 0%--100%

14 Green5 000-255 Green 0%--100%

15 Blue5 000-255 Blue 0%--100%

16 Red6 000-255 Red 0%--100%

17 Green6 000-255 Green 0%--100%

18 Blue6 000-255 Blue 0%--100%

19 Red7 000-255 Red 0%--100%

20 Green7 000-255 Green 0%--100%

21 Blue7 000-255 Blue 0%--100%

22 Red8 000-255 Red 0%--100%

23 Green8 000-255 Green 0%--100%

24 Blue8 000-255 Blue 0%--100%

25 Red9 000-255 Red 0%--100%

26 Green9 000-255 Green 0%--100%

27 Blue9 000-255 Blue 0%--100%

28 Red10 000-255 Red 0%--100%

29 Green10 000-255 Green 0%--100%

30 Blue10 000-255 Blue 0%--100%

31 Red11 000-255 Red 0%--100%

32 Green11 000-255 Green 0%--100%

33 Blue11 000-255 Blue 0%--100%

34 Red12 000-255 Red 0%--100%

35 Green12 000-255 Green 0%--100%

36 Blue12 000-255 Blue 0%--100%

37 Red13 000-255 Red 0%--100%

38 Green13 000-255 Green 0%--100%

39 Blue13 000-255 Blue 0%--100%

40 Red14 000-255 Red 0%--100%
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41 Green14 000-255 Green 0%--100%

42 Blue14 000-255 Blue 0%--100%

43 Red15 000-255 Red 0%--100%

44 Green15 000-255 Green 0%--100%

45 Blue15 000-255 Blue 0%--100%

46 Red16 000-255 Red 0%--100%

47 Green16 000-255 Green 0%--100%

48 Blue16 000-255 Blue 0%--100%

49 Red17 000-255 Red 0%--100%

50 Green17 000-255 Green 0%--100%

51 Blue17 000-255 Blue 0%--100%

52 Red18 000-255 Red 0%--100%

53 Green18 000-255 Green 0%--100%

54 Blue18 000-255 Red 0%--100%

55 Red19 000-255 Red 0%--100%

56 Green19 000-255 Green 0%--100%

57 Blue19 000-255 Blue 0%--100%

58 Red20 000-255 Red 0%--100%

59 Green20 000-255 Green 0%--100%

60 Blue20 000-255 Blue 0%--100%

61 Red21 000-255 Red 0%--100%

62 Green21 000-255 Green 0%--100%

63 Blue21 000-255 Blue 0%--100%

64 Red22 000-255 Red 0%--100%

65 Green22 000-255 Green 0%--100%

66 Blue22 000-255 Blue 0%--100%

67 Red23 000-255 Red 0%--100%

68 Green23 000-255 Green 0%--100%
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69 Blue23 000-255 Red 0%--100%

70 Red24 000-255 Red 0%--100%

71 Green24 000-255 Green 0%--100%

72 Blue24 000-255 Blue 0%--100%
73 Red25 000-255 Red 0%--100%

74 Green25 000-255 Green 0%--100%

75 Blue25 000-255 Blue 0%--100%

76 Red26 000-255 Red 0%--100%

77 Green26 000-255 Green 0%--100%

78 Blue26 000-255 Blue 0%--100%

79 Red27 000-255 Red 0%--100%

80 Green27 000-255 Green 0%--100%

81 Blue27 000-255 Blue 0%--100%

82 Red28 000-255 Red 0%--100%

83 Green28 000-255 Green 0%--100%

84 Blue28 000-255 Blue 0%--100%

85 Red29 000-255 Red 0%--100%

86 Green29 000-255 Green 0%--100%

87 Blue29 000-255 Blue 0%--100%

88 Red30 000-255 Red 0%--100%

89 Green30 000-255 Green 0%--100%

90 Blue30 000-255 Blue 0%--100%

91 Red31 000-255 Red 0%--100%
92 Green31 000-255 Green 0%--100%

93 Blue31 000-255 Blue 0%--100%

94 Red32 000-255 Red 0%--100%

95 Green32 000-255 Green 0%--100%

96 Blue32 000-255 Blue 0%--100%
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97 White1 000-255 White1 0%--100%
98 White2 000-255 White2 0%--100%
99 White3 000-255 White3 0%--100%
100 White4 000-255 White4 0%--100%
101 White5 000-255 White5 0%--100%
102 White6 000-255 White6 0%--100%
103 White7 000-255 White7 0%--100%
104 White8 000-255 White8 0%--100%
105 White9 000-255 White9 0%--100%
106 White10 000-255 White10 0%--100%
107 White11 000-255 White11 0%--100%
108 White12 000-255 White12 0%--100%
109 White13 000-255 White13 0%--100%
110 White14 000-255 White14 0%--100%
111 White15 000-255 White15 0%--100%
112 White16 000-255 White16 0%--100%

117 CH function details

1 Dimming 000-255 Dimming 0%--100%

2 Strobe duration 000-255 Strobe duration

3 Strobe rate 000-005:No function
006-255:From slow to fast

4 Strobe

000-005:No function
006-050Slow opening and fast closing
051-100Quick opening and slow closing
101-150:Slow opening and slow closing
151-200:Lightning effects
201-255:Random strobe

(To be used in conjunction with the
above flash duration and flash rate)

5 Frost 000-255 Frost 0%--100%

6 Red1 000-255 Red1 0%--100%
7 Green1 000-255 Green1 0%--100%
8 Blue1 000-255 Blue1 0%--100%
9 Red2 000-255 Red2 0%--100%
10 Green2 000-255 Green2 0%--100%
11 Blue2 000-255 Blue2 0%--100%
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12 Red3 000-255 Red 0%--100%

13 Green3 000-255 Green 0%--100%

14 Blue3 000-255 Blue 0%--100%

15 Red4 000-255 Red 0%--100%

16 Green4 000-255 Green 0%--100%

17 Blue4 000-255 Blue 0%--100%

18 Red5 000-255 Red 0%--100%

19 Green5 000-255 Green 0%--100%

20 Blue5 000-255 Blue 0%--100%

21 Red6 000-255 Red 0%--100%

22 Green6 000-255 Green 0%--100%

23 Blue6 000-255 Blue 0%--100%

24 Red7 000-255 Red 0%--100%

25 Green7 000-255 Green 0%--100%

26 Blue7 000-255 Blue 0%--100%

27 Red8 000-255 Red 0%--100%

28 Green8 000-255 Green 0%--100%

29 Blue8 000-255 Blue 0%--100%

30 Red9 000-255 Red 0%--100%

31 Green9 000-255 Green 0%--100%

32 Blue9 000-255 Blue 0%--100%

33 Red10 000-255 Red 0%--100%

34 Green10 000-255 Green 0%--100%

35 Blue10 000-255 Blue 0%--100%

36 Red11 000-255 Red 0%--100%

37 Green11 000-255 Green 0%--100%

38 Blue11 000-255 Blue 0%--100%
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39 Red12 000-255 Red 0%--100%

....... ....... ...................

87 Red7 000-255 Red 0%--100%

88 Green7 000-255 Green 0%--100%

89 Blue7 000-255 Blue 0%--100%

90 Red8 000-255 Red 0%--100%

91 Green8 000-255 Green 0%--100%

92 Blue8 000-255 Blue 0%--100%

93 Red9 000-255 Red 0%--100%

94 Green9 000-255 Green 0%--100%

95 Blue9 000-255 Blue 0%--100%

96 Red10 000-255 Red 0%--100%

97 Green10 000-255 Green 0%--100%

98 Blue10 000-255 Blue 0%--100%

99 Red32 000-255 Red 0%--100%

100 Green32 000-255 Green 0%--100%

101 Blue32 000-255 Blue 0%--100%

102 White1 000-255 White1 0%--100%
103 White2 000-255 White2 0%--100%
104 White3 000-255 White3 0%--100%
105 White4 000-255 White4 0%--100%
106 White5 000-255 White5 0%--100%
107 White6 000-255 White6 0%--100%
108 White7 000-255 White7 0%--100%
109 White8 000-255 White8 0%--100%
110 White9 000-255 White9 0%--100%
111 White10 000-255 White10 0%--100%
112 White11 000-255 White11 0%--100%
113 White12 000-255 White12 0%--100%
114 White13 000-255 White13 0%--100%
115 White14 000-255 White14 0%--100%
116 White15 000-255 White15 0%--100%
117 White16 000-255 White16 0%--100%
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OUT

6. DMX512 Connection

First lamp Second lamp Third lamp

OUT

resistance

DMX IN
DMX +

DMX -

DMX OUT

In order to reduce the signal error and avoid signal transmission problems or
signal interference, a 120ohm 1/4W resistor can be added between the pin2
and pin3 of DMX connection of the last lighting.

1. Connect the lighting with the XLR signal line, one end receives the outlet of the light, and the otherend
receives the input port of the next light. XLR signal lines can only be used in series, not in parallel.DMX512
signal transmission is very fast. The signal line is damaged, the welding place is not secure, the contact is not
good, it will affect the signal transmission, causing the system to close.
2. When a unit of power supply circuit, DMX output and input is by-pass connection, so that can continueto
maintain the DMX line connected.
3. On the last light, the DMXwire needs an amplifier. Welding a 120 - ohm quarter w resistor between pni2
and responsible, within XLR plugs into 3 - pin and insert it in the end of a light DMX.
4. Each light, want to have an address to receive information from the console, range between 0-512 (usually 0
and 1 and 1equal).
5. The 3-core XLR connector is more common than the 5-core XLR.

3 core XLR: PIN 1: GND, PIN 2: negative signal, PIN 3: positive signal.
5 core XLR: PIN 1: GND, PIN 2: negative signal, PIN 3: positive signal , Pin4/5:unused.

7. Fault Handling

Here are some of the problems that are common in working and some Suggestions for breaking down:

A. Lighting does not work, no lights.

1. Check the power contact condition and whether the fuse is in good condition.

2. Detect the voltage.

B. Out of Control by DMX

OUT

t t
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1. The DMX indicator must be on. If not, check the DMX signal connector and signal line to see if
the connection is correct.

2. If the DMX indicator is on, but there is no response to channel control, and check the
address code is set correctly.

3. If the DMX signal transmission is intermittent, to check if the Canon is in good connection
with the signal line.

4. Try it again with another controller.

5. Check whether the DMX signal line is too close to the high voltage line, which can damage
or interfere with the signal circuit.

C. Out of control by Sound

1. Make sure the light does not receive DMX signal.

2. Check if the microphone for damage.

D. One certain channel does not work

1. The drive line may be damaged or loose.

2. The drive circuit may be damaged.

8. Cleaning and maintenance

Lightings must be cleaned regularly so that the lighting effect is better. The cleaning
frequency depends on the environment. Wet, smoggy, dirtier environments tend to dust the
lenses.

Use a soft linen and a special glass cleaner;

Carefully wipe the cadres.

Clean the exterior of the light once every 20 days at least once every 30 days or 60 days.
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